- Safety switches with manual mechanical delay and separate actuator

Selection diagram

VF KEYF VF KEYF1 VF KEYF2 VF KEYF3 VF KEYF7 VF KEYF8

ACTUATORS

C10 LO5 L10 L20
Short knob, Short knob, Long knob, Long knob, Long knob,
20 seconds 10 seconds 5 seconds 10 seconds 20 seconds
MECHANICAL
DELAY
o—
S CONTACT 6 7 9 20
BLOCKS TINO+1NC  1NO+1NC 2NC TNO+2NC
slow action slow action, slow action slow action
make before
break
FD FP
®
21 22 33 34
3NC 2NO+1NC  1INO+1NC 2NC
slow action slow action slow action slow action
CONDUIT ENTRY

Threaded conduit entry With cable gland With M12 plastic With M12 metal con-
(standard) connector nector

— product option

sold separately as accessory

91 > pizzato General Catalogue Safety 2019-2020



4\ -

Code structure Attention! The feasibility of a code number does not mean the effective availability of a product. Please contact our sales office.

article options options

FD 6R2-_1._ 1CM2

Housing Ambient temperature
-25°C ... +80°C (standard)

T6 -40°C ... +80°C

FD metal, one conduit entry

FP technopolymer, one conduit entry

Contact blocks

Pre-installed cable glands or connectors
6 1NO+1NC, slow action

no cable gland or connector (standard)

7 1NO+1NC, slow action, make before break
K23 cable gland for cables @ 6 ... 12 mm

9 2NC, slow action

20 1NO+2NC, slow action
21 3NC, slow action

22 2NO+1 NC’ slow action For the complete list of possible combinations please contact our tech-
33 1INO+1INC, slow action nical department.

34 2NC, slow action

Mechanical delay i Threaded conduit entry
short knob, 20 s (standard) 1 M2 M20x1.5 (standard)
€10 short knob, 10's ‘ PG 13.5

LO5 long knob, 5's
L10 long knob, 10 s
L20 long knob, 20 s

Actuators } 1 Contact type

without actuator (standard) silver contacts (standard)
F straight actuator VF KEYF G silver contacts with 1 pm gold coating
F1 angled actuator VF KEYF1 G1 silver contacts, 2.5 ym gold coating

. t f tact blocks 20, 21, 22, 33, 34
F2 jointed actuator VF KEYF2 (not for contact blocks )

F3 jointed actuator adjustable in two directions VF KEYF3
F7 jointed actuator adjustable in one direction VF KEYF7
F8 universal actuator VF KEYF8
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